项目名称：身份云插座开关
产品基本介绍：使用百度云服务鉴证人员身份，控制电源开关。
总体/功能架构，调用百度云的功能介绍（代码片段截图）:

用例一：预留照片
	用钥匙打开设备开关,设备调用摄像头照相并上传，保存于BOS，并使用设备唯一ID调用BFR生成客户；
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用例二：客户信息修改
	类似用例一，ID不变，根据BFR规则，先删掉客户再重建；
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用例三：客户识别
	按下设备上的开关,设备调用摄像头照相，传入BFR鉴别是否是同一人，如果是同一人，调用GPIO打开插座电源。
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见上节
产品优势、市场前景/空间预测:
面向安全市场，走OEM提供商的模式。
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bos_client = BosClient(config)

from baidubce.services.bos import storage class
#pos_client.put_object_from file (bucke:

demo¢zcode’, key=r'custom\device\aa.Jpg', content_type='image/jpg’, file name

dev\201611202242419.3pg" )
fl=open (z'shot ' +macID+! . 3pg’, 'zb')
£1.seek(0)

import basess
stz e

ase64.b6sencode (£1.read ())

bos_client.put_object_from string (bucket='denoézoode’  keymr ! custom\device\ | +deviceTDs ! Ipg! , content_type='image/Ipg’, storage_class=storage class.STANDARD_IA,dat
fl.close()
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data = r'{"personiiame”: '+deviceID+r |, "groupName”: "facesdemoszcode”,"faces”:

Tneaders = {
"host": "face.bj.baidubce.com",
"content-lengtn”:len (data) ,
"content-type": "application/json”

params = {}

path = "/v1/app/40045/person”
method = 'BOST'#'GET'#
result = testbossign.sign(credentials,method,path,headers, params, timestamp)
nttpClient = None
host = 'ocr.bj.baidubce.com’
neaders['Zuthorization'] = result
print headers
print resulc
port = 80
Jery:
nttpClient = htoplib.HTTRConnection (host,port)
nttpClient.request (method=method,url=path,body=data,headers=neaders)
response — httpClient.getresponse ()

[{"bosPath": "demo4zcode/custom\\devic
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for k in new_set
print "\T7,k,'-> new_set[k]
try :
GPIO.output (int (k) , new_sec[k] > 0)





